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HARD-WEARING AND ABRASION RESISTANT STEELS | Carbon Steel Accessories

VRN Bolts

VRNBolts areideal for fastening liners in chutes, feeders, skips, buckets and many other high wear areas in mining, quarrying and related
industries. The bolts are through-hardened up to 450 BHN hardness. An outstanding feature of the bolts is the raised head, which
effectively plugs the bolt hole in the liner, thus preventing premature wear around the hole.

Sizes Available

M 12- suitable for 10-12mm plates
M 16- suitable for 12-25mm plates
M 20 - suitable for 25-45mm plates

Half Arrows

Halfarrowsareused to protect the leading edges of earthmoving and mining buckets (LHDs, front end loaders, shovel
etc.).

Hardness: 360 - 450 HB,
Delivery condition: Quenched and tempered
Standard length: 3.6 meters
Mass:  40mm - 88.9kg/m
29mm - 65.65kg/m
Weldability: Good - use low hydrogen consumables

VRN Buttons and Bars

Thechockbarsandbuttonsare predominantly used in the yellow goods industry or any extreme wear area.
Chromium-molybdenum abrasion resistant white iron buttons and bars, vacuum brazed onto a mild steel backing.

Typical hardness: 750 HB

Advantages:Thesegmentedbarsare designed to be formed and welded to curved surfaces.
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