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Al-Mn Wrought Alloy

Chemical composition

Mechanical properties

Outstanding Characteristics
Compared with 3103, improved resistance against pitting corrosion. Easily shaped by pressing and forming.
Very good finishing properties.

Other Characteristics
Corrosion resistance:  Very good
Weldability:  Very good
Formability:  Very good
Anodising:  Very good
Brazeability:  Excellent

Typical Uses
Domestic appliances, car trim, foil.

Typical Physical Properties
Density   2.73g/cm³
Modulus of Elasticity  70GPa
Modulus of Rigidity  26.5GPa
Melting Range  643-654°C
Specific heat between 0-100°C (273-373 K) 0.92J/g°C
Co-efficient of linear expansion between 20-200°C (293-473 K) 23 x 10-6/°C
Thermal Conductivity at 25°C (373 K) 151-188W / m°C
Resistivity at 20°C (293 K)  0.034 x 10-6Ωm

Annealing 
Temperature (°C): 400 ±3
Time - Until all parts have attained the annealing temperature

Standard Commodities
Sheet, strip circles.
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Note: 50mm gauge length. Sheet: thickness over 1.3 - 2.6mm
Corresponding H2 tempers also available subject to agreement of properties between client and supplier

ALUMINIUM  |  3003 (NON HEAT-TREATABLE)


